














STANDARD TEE W/PULL-OFF CAP — PT
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tee support.

Use tee to transition
from horizontal to
vertical inside or to
an exterior chimney
the is mounted to a

“* VENT FOR OIL COIMPONENTS

STANDARD TEE CAP - PTC
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This part number applies when
tee cap is sold separately.

COMBINATION WALL BAND/TEE SUPPORT - PWBS

Provides exterior, vertical/lateral
support for vent.

WALL BRACKET - PWB (4")
WALL HANGER - PWH (5" & 6") —
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Used to provide lateral support while maintaining
proper clearance. Recommended spacing is 6 ft.
between bands above the starting point.

FIRESTOP SPACER - PFS

Provides proper clearance where "L" Vent pipe passes
through a floor or the ceiling. Serves as a support plate
for the support band (sold separately).

SUPPORT BAND - PSB
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Used to support the "L" Vent pipe as it passes
through the firestop spacer. This piece typically

sits on top of the firestop spacer.



STANDARD STAINLESS FLASHING - PSF HIGH PITCH STAINLESS FLASHING - PSF-12

PLATE SIZE
14.62" X 14.62"

PLATE SIZE

4.00" | 20.00" X 20.00"

9.50" | 17.50" X 17.50" 12.50" | 6.00" | 21.00" X 28.00"
{ Fits roof pitches Fits roof pitches
4-- from 2/12 to 5/12 from 6/12 to 12/12
4\ 70 MIN.
/\4'- A
TALL CONE STAINLESS FLASHING - PSFT
|8 PLATE SIZE
1 | B 1 25" | 11.75" | 14.63" X 14.63"
g : ? 9.50" | 11.75" | 1750" X 17.50"
2 4" MIN Fits roof pitches
l__ from 0/12 to 2/12
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STAINLESS STORM COLLAR - PSSC 4" to 5" INCREASER - 4P15
5" to 6" INCREASER - 5P16 l‘—A——I

SIZE A
5" 5.563"
6" 6.53"

Used in combination with the flashing to ensure water-
tight installation. Slips around pipe above the flashing.

WALL THIMBLE - PWT
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a— —L - Provides the proper clearance for the " L" Vent
- Cc = | pipe when it passes through a combustible wall.
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